
CWR (4W) SERIES
*Pharma - Nasse & Trockene Rückgewinnung

Characteristics

Pharma
-Anwendungen

Reinraum-
Anwendungen

Nasse &
trockene

Anwendungen

ULPA
inbegriffen

Hohe Leistungs
fähigkeit

Statisch
Ableitend

Aktivkohle Edelstahl Zubehör im
Lieferumfang

enthalten

Widerstand:
weniger als 10

Ohm

EMI-geschirmt

ULPA Filter - Mit einem Wirkungsgrad von 99,999 % auf
0,12 Mikron enthalten. Geprüft: IEST RP-CC001.3.
Abscheidegrad von 99,9995 % auf 0,18 Mikron. Geprüft:
EST RP-CC001.3. U15 von MPPS Methode nach EN 1822.
Alle unsere ULPA Staubsauger sind Aerosol -Leck vor dem
Verlassen unserer Anlage getestet .
Reinraum mit ISO Klasse 4 (frühere Klasse 10) kompatibel.
Kann in der Pharmaindustrie verwendet werden.
Statik frei und ESD-sicher
EMI/RFI abgeschirmt
5-Phasen Filtration-System einschließend Doppel ULPA
Filter (U15) (einen für wirkende Luft und einen für
kühlende Luft), Doppel-Stoff-Filter und verfügbare
Filtertüten
Verfügbar mit Mittelring mit Aktivkohle (MRAC) für die
Adsorption von toxisch/schädlichen Rauchen und Dampfen
Für die Verwendung in Kontamination kontrollierten
Umgebungen ausgestattet
By-Pass Hochleistungsmotor
Für nasse und trockene Rückgewinnung
Rückgewinnungstank aus rostfreiem Stahl
Auf einem 4-Rad Karren montiert für leichte
Manövrierbarkeit
Ein komplettes Tool-Kit ist enthalten
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Ultra Low Penetration Air Filter
Ein ULPA -Filter ist ein Typ von Luftfilter. Es kann mindestens 99,999 % der Staub, Pollen, Schimmel,
Bakterien und sonstigen airborn Teilchen mit einer Größe von 0,12 Mikron oder größer entfernen.
Nordamerika : Jeder ULPA-Filter hat eine minimale Filtrationseffizienz von 99,999 % auf 0,12 Mikrometer.
Geprüft nach IEST - RP- CC001.3. Europa: Jeder ULPA-Filter hat eine minimale Filtrationseffizienz von
99,9995 % auf 0,18 Mikrometer, bewertet U15 nach EN 1822 von MPPS Methode.

Funkenentstörgrad / RFI Abschirmung
Diese Reinraum Staubsauger sind mit einem elektronischen Filter -Unterdrücker ausgestattet, der
elektromagnetische Störungen (EMI) reduziert, sowohl abgestrahlt und leitungsgebunden, unten
Grenzwerte der Klasse B für digitale Geräte, die von der FCC und ISO hergestellt sind. Es bietet auch
Abschirmung gegen RFI (Radio Frequency Interference). Das elektronische Filter ist in Übereinstimmung
mit dem Motor angeschlossen. Sollte das elektronische Filter scheitern, wird die Stromversorgung des
Motors automatisch cut-off. Diese Staubsauger werden Computer, Radio und Videomonitore und andere
empfindliche elektronische Geräte nicht stören.

Statiklose Vakuumsystem ( ESE-sicher )
Der Staubsauger ist entworfen, um im Gebrauch geerdet zu sein. Jede statische Elektrizität, die beim
Staubsaugen erzeugt wird, wird durch den leitenden Schlauch durch den Staubsauger abgeführt, und es
wird auf den Boden ausgetragen. Ein Massedurchgangsprüfer wird mit jedem Staubsauger enthalten, um
Masseverbindung vor dem Gebrauch zu überprüfen. Die EGB-sicher Staubsauger beseitigen statische
Elektrizität und statische Aufladung und schützen empfindliche elctronische Ausrüstung.

Mittlerer Ring mit Aktivkohle
Aktivkohle wird zur Adsorption von giftigen / belästigen Rauch und Dampf verwendet. Tiger -Vac bietet
eine Vielzahl von Aktivkohlen für verschiedene Anwendungen, wie zur Gewinnung von Brennstoffen,
Quecksilber, Chlorid- und Säuredämpfen und für Arsin und Phosphin .

Statiklose Vakuumsystem ( ESE-sicher )
Der Staubsauger ist entworfen, um im Gebrauch geerdet zu sein. Jede statische Elektrizität, die beim
Staubsaugen erzeugt wird, wird durch den leitenden Schlauch durch den Staubsauger abgeführt, und es
wird auf den Boden ausgetragen. Ein Massedurchgangsprüfer wird mit jedem Staubsauger enthalten, um
Masseverbindung vor dem Gebrauch zu überprüfen. Die EGB-sicher Staubsauger beseitigen statische
Elektrizität und statische Aufladung und schützen empfindliche elctronische Ausrüstung.
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CWR Filtration System
WET & DRY CLEANROOM VACUUM CLEANERS

A. Suction intake
B. Motor cooling air intake
C. Autoclavable floater system: cuts-off suction when recovered liquids

reach capacity
D. Stainless steel support cage for cloth filter
E. Clean air exhaust #1 - for working air
F. Clean air exhaust #2 - for motor cooling air
G. EMI electronic filter suppressor
H. Middle Ring: Allows a variety of carbon filters to be used with the wet &

dry cleanroom vacuums.(For use with models CWR-10 and CWR-15)

FILTRATION SYSTEM

1. PAPER FILTER BAG WITH MICRO LINER (one micron efficiency) collects
the bulk of recovered materials and keeps other filters free from
clogging dust. For dry recovery only.

2. DOUBLE CLOTH FILTER (consisting of two layers): DRALON PRE-FILTER
prevents caking of fine dust

3. POLYESTER MAIN FILTER (one micron efficiency) prolongs the life of the
Ulpa filters.

4. DUAL ULPA (Ultra Low Penetration Air) FILTERS: ULPA FILTER for working
air with 99.999% efficiency on 0.12 micron. Collects ultra-fine particles
that have entered the vacuum system through the suction intake and
also filters any contamination generated by the motor fans to ensure
clean room compatibility.

5. ULPA FILTER for cooling air with 99.999% efficiency on 0.12 microns.
Collects ultra-fine residue generated by the vacuum motor (from carbon
brushes, bearings, etc) to ensure clean room Compatibility.

6. CARBON FILTER A variety of carbon filters are available for the
adsorption of contaminant vapors and odors. Required when recovering
mercury, acids, etc.

ULPA FILTER - Included

Part# Qty Description

211027 1 ULPA FILTER (U15)

FILTERS AND ACCESSORIES FOR MODEL CWR-8 (4W) - Included

Part# Qty Description

211265A 1 DOUBLE CLOTH FILTER ASSEMBLY WITH LACES FOR STAINLESS STEEL FILTER CAGE (CAGE SOLD SEPARATELY)

212732A 1 STAINLESS STEEL CAGE FOR CLOTH FILTER -ELECTROPOLISHED

FILTERS AND ACCESSORIES FOR MODEL CWR-10/15 (4W) - Included

Part# Qty Description

211305A 1 DOUBLE CLOTH FILTER ASSEMBLY WITH LACES FOR STAINLESS STEEL FILTER CAGE (CAGE SOLD SEPARATELY)

212734A 1 STAINLESS STEEL CAGE FOR CLOTH FILTER -ELECTROPOLISHED

DISPOSABLE FILTER BAGS FOR MODEL CWR-8 (4W) - Included

Part# Qty Description

211028 1 PAPER FILTER BAG (PACKAGE OF 5)

212730 1 PVC PIPE CONNECTOR FOR PAPER FILTER BAG -STAINLESS STEEL TANK
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DISPOSABLE FILTER BAGS FOR MODEL CWR-10 (4W) - Included

Part# Qty Description

211063 1 PAPER FILTER BAGS (PACKAGE OF 5)

211840 1 PVC PIPE CONNECTOR FOR PAPER FILTER BAG -STAINLESS STEEL TANK

DISPOSABLE FILTER BAGS FOR MODEL CWR-15 (4W) - Included

Part# Qty Description

211063 1 PAPER FILTER BAGS (PACKAGE OF 5)

211841 1 PVC PIPE CONNECTOR FOR PAPER FILTER BAG -STAINLESS STEEL TANK

DRAIN VALVE AND HOSES FOR MODEL CWR-8 (4W) - Optional

Part# Qty Description

211157B 1 DRAIN VALVE ASSEMBLY 0.75"(19mm) STAINLESS STEEL WITH STREET ELBOW & 2.5"(64mm) NIPPLE

381093 1 DRAIN HOSE ASSEMBLY 0.75"(19mm)x5'(1.5m)CLEAR HOSE WITH 0.75"(19mm) STAINLESS STEEL FEMALE
CAMLOCK

DRAIN VALVE AND HOSES FOR MODELS CWR-10/15 (4W) - Included

Part# Qty Description

381093 1 DRAIN HOSE ASSEMBLY 0.75"(19mm)x5'(1.5m)CLEAR HOSE WITH 0.75"(19mm) STAINLESS STEEL FEMALE
CAMLOCK

SPECIAL SUCTION HOSES - Optional

Part# Qty Description

323470 1 FOODGRADE HOSE ASSEMBLY 1.25"(32mm)x10'(3m) FOR CWR-XX (SMOOTH INSIDE & OUT)

323455 1 EPDM HOSE ASSEMBLY, SD*, AUTOCLAVABLE Ø1.25"(32mm)x10'(3m) WITH SS SWIVEL CAMLOCK & CURVED
HANDLE

323525 1 SILICONE HOSE ASSEMBLY 1.25"(32mm)x6'(1.8m) FOR USE WITH CWR-XX (CLEAR WITH SMOOTH INSIDE &
OUT)

323526 1 SILICONE HOSE ASSEMBLY 1.25"(32mm)x12'(3.7m) FOR USE WITH CWR-XX (CLEAR WITH SMOOTH INSIDE &
OUT)

TOOLS AND ACCESSORIES - Included

Part# Qty Description

323403 1 CLEAR URETHANE HOSE ASSEMBLY 1.25"(32mm)x10'(3m) FOR CWR-XX WITH STAINLESS STEEL ENDS

323330 1 EXTENSION WANDS, BOTH STRAIGHT, (SET OF 2), Ø1.25"(32mm) -STAINLESS STEEL

323311 1 COMBI TOOL, Ø1.25" (Ø32mm), BEIGE, WITH HOLE FOR BUTTON LOCK

323317 1 UTILITY FLOOR TOOL, WITH RUBBER BLADES, Ø1.25" (Ø32mm)

323321 1 ROUND TOOL, WITH RUBBER BLADES, Ø1.25"(32mm)

323314 1 UPHOLSTERY FLAT TOOL, Ø1.25"(32mm), PVC

323313 1 CREVICE TOOL, Ø1.25"(32mm)x9"(22.9cm) -PVC

211701 1 DEFOAMING LIQUID (BOTTLE) 909 ml(31 fl oz.)

211065 1 GROUND CONTINUITY TESTER

TOOLS AND ACCESSORIES - Optional

Part# Qty Description

323412 1 FLOOR TOOL ASSEMBLY, AUTOCLAVABLE, Ø1.25"(32mm)x12"(30cm) -STAINLESS STEEL

323413 1 CREVICE TOOL, AUTOCLAVABLE, Ø1.25"(32mm)x10"(25.4cm) -STAINLESS STEEL

NEEDLE TRAP AND ACCESSORIES - Optional

Part# Qty Description

215500 1 NEEDLE TRAP ASSEMBLY, STAINLESS STEEL, 2"(50mm) INLET X 1.25"(32mm) OUTLET, ELECTROPOLISHED

500235M 1 TIGER-CLAW ONLY (TRANSPARENT FOODGRADE SILICONE) Ø2"(50mm)x4.5"(11.5cm)

500231M 1 CONICAL NOZZLE ONLY (TRANSPARENT FOODGRADE SILICONE) Ø2"(50mm)x7.5"(19cm)
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WARNINGS:Verwenden Sie diesen Staubsauger um explosive Stäube oder brennbare Flüssigkeiten zu
erholen nicht
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